MST MIDI TO CONTROL VOLTAGE CONVERTER
QUICK START GUIDE

GATE LED

LIT = Gate

RED = High Note Priority
GREEN = Low Note Priority
YELLOW = Last Note Priority
ORANGE FLASH = Clock Rate

USB JACK

Send/Recieve PC/MAC USB MIDI DATA
(not a USB host)

CLOCK INPUT
Clock input sends MIDI Clock Beat out of both
USB and DIN MIDI OUT jacks

CLOCK OUTPUT
When MIDI Clock Beat is detected from USB
or MIDI IN = 1/4 note CLOCK OUTPUT

DIN MIDI INPUT JACK

DIN MIDI OUTPUT JACK

CONTROL VOLTAGE OUTPUT
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MIDI TO CV
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MIDI OUT
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RESET BUTTON

Short Press

- Turns off gate (handy in case of stuck note)

- Sends MIDI "Stop"

- Turns off all gates (including all exp. modules)

Long Press (~2 seconds)
- Toggle between note priority modes

AUX CV SELECT SWITCH
Select VELOCITY, MOD WHEEL or AFTERTOUCH

:I AUX CV OUTPUT JACK

:I VOLTS-PER-OCTAVE SCALING

]GATE OUTPUT

PLEASE FOLLOW USER MANUAL TO SET MIDI CHANNEL
VIA JUMPERS ON REAR OF MODULE
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classic noise.
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